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-WF

Epoxy Syntactic Foam

 

HYTAC-WF is a h igh temperature epoxy syntactic 
material t hat provides impr oved clarity when for ming 
APET and other c lear po lymers. WF also performs well 
with HDPE and CPET.  

Thermofor ming a pplications

• PET

• PS

• HDPE

• PVC

• High temperature re sistance

• Smaller micros pheres for g ood surface results

• Impr oved material distribution compared to basic alternatives

• Low thermal expansion for better process stab ility.

Machining and Polishing Gu ides

HYTAC materials are generally easy to m achine and polish. 

Following the CMT guide lines w ill impr ove surface quality 

and con sistency in plug performance.  
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WF

White

53-57 lb/ft3 [849-913 kg/m3]

0.11 BTU/hr-ft-°F [0.19 W/m°K]

18 x 10�M�>��in/in/° F [32 x 10�M�> m/m/°C]

18,000psi [124 Mpa]

450°F [232 °C]

4.7psi [32.4kPa]
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Compressive Strength

Service Temperature
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610 mm (24”)

ø 51 - 152 mm (2” - 6”)

610 mm (24”)

660 - 1524 mm (26”x60”)

25 - 152 mm (2” - 6”)

 

Get your material custom cut! 

Contact CMT Materials for

information and prices.

Custom Cut Service 

W / WF / WFT / FLX / FLXT / C1R: standard tolerances are +0%, -1.5% of thickness or diameter.
B1X / XTL: standard tolerances are +0.187” (5mm), - 0.0” (omm) of thickness or diameter.


